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Acrylic Water Base Bonding Adhesive

For use with EPDM, PVC, and TPO Single-Ply Roofing Systems &more
Harvey Adhesive Everstick Water Base Bonding Adhesive saves contractors time and money on EPDM single-ply roofing installations.  The RV and Modular Building industries have used water base bonding adhesive to adhere EPDM membranes successfully for over fifteen years.  These industries switched to water base adhesive because of a need for an adhesive that could be safely installed in production facilities.  Most of the RVs and modular buildings assembled today have EPDM roofs adhered with water base bonding adhesive.  Harvey Adhesive Water Base Bonding Adhesive can provide substantial cost savings and safety benefits.
No Harmful Vapors

Harvey Adhesive's Everstick Water Base Bonding Adhesive is solvent free and safe for use in production facilities or on occupied buildings such as nursing homes, schools, and hospitals.  The adhesive is non-flammable and gives off no harmful vapors.

Reduces Labor
Application time may be significantly reduced because the membrane is rolled in while the adhesive is still wet, virtually eliminating delays due to drying time typical with solvent based adhesives.  Once placed, the membrane may be adjusted for up to 15 minutes, reducing wrinkles.

Cost Effective

Harvey Adhesive's Everstick Water Base Bonding Adhesive, while wet can be cleaned up with soap and water, allowing reuse of rollers and brushes.  Application spread rates are considerably higher than that of solvent base bonding adhesive.  This can save the contractor up to 30% on bonding adhesive costs when compared to solvent base bonding adhesive.

Reduced Disposal Costs

Disposal cost of solvent base product containers can add considerable cost to a project.  Harvey Adhesive's Everstick Water Base Bonding Adhesive is solvent free and should not require additional disposal fees.

Environmentally Friendly

The Unique acrylic water base formulation is solvent free and may be used in areas with the most stringent VOC regulations.

Harvey Adhesive Everstick Substrate Application Rate Guidelines

Systems

Porous Substrates

Application

Coverage Rate

EPDM Membranes

High Density Wood Fiberboard
1 Side Application

100-120 sq.ft./gallon



Plywood OSB Dens-Deck
(to Substrate only)

(approximate, depending on




Wood  Blazeguard




porosity of substrate)




Non-Porous Substrates



Concrete  Metal

2 Sided Application

60-70 sq.ft./gallon











(finished roof surface)
System


Substrates


Application

Coverage Rate

TPO


High Density Wood Fiberboard
1 Side Application

100 sq.ft./gallon

PVC


Plywood OSB Dens-Deck
(to Substrate only)




PolyisocyanurateWood




Blazeguard

All Statements herein are expressions of opinion, which as a result of performance and testing are believed to be accurate and reliable, but are presented without guarantee or legal responsibility on the part of Harvey Adhesive.  Statements concerning possible Harvey Adhesive are made without knowledge of your particular roof and such an application may not fit for your particular purpose.  No statement contained in this brochure constitutes a warranty.  Harvey Adhesive disclaims all warranties including the implied warranties of merchantability and fitness for a particular purpose, except written warranties attached to Harvey Adhesive products and written warranties signed by an officer of Harvey Adhesive.  Contact Harvey Adhesive for more information.  


2419 N Station Street

Indianapolis, IN  46218

Office: (317) 547-5558 

 Fax: (317)-547-1844 

 www.harveyadhesives.com
                               UL Rated & UL Class C Fire Rating












